%Y

0 to 10,000 ppm Flammable (Semiconductor Sensor}
0 to 100% LEL Flammable

0 to 100% Volume Gas Flammable

0 to 25% Oxygen (Oy)

0 to 2000 ppm Carbon Monoxide (CO)

0 to 100 ppm Hydrogen Sulphide {H,S)

0 to 60 in. (0 to 150 mBar) Water Gauge

LCD with backlighting

ppm 0 o 10000 1 ppm
LEL 0 to 100% 1%
0 to 9.9% (option) 0.1%
Vol Gas 0 to 100% 1%
Oxygen 0 to 25% 0.1%
Carbon 0 to 2000 ppm 1 ppm
Monoxide
Hydrogen 0 to 100 ppm 1 ppm
Sulphide
Water Gauge 0 to 60 in. H,O 0.1in.
Srto 150 mBar 1 mBar

Highly visible flashing LED's on both sides of casing
Sounder in excess of 80dB(A), typically 85dB(A) @12in.

Integral pump with pressure sensor for flow fail
detection. Sample path is protected by a hydrophobic
filter.

Weight (Incl. Probe and Batteries): 0.78 kg (1.7 Ibs)

Dimensions (Excl. Probe): 290mm (11.4in} x 95mm
(3.7in) x 43mm {1.7in)

Moulded polycarbonate / ABS case protecled to IP54

3 x (approved LR14} Alkaline, or
3 x (approved ‘C’ type) Rechargeable Batteries

Alkaline 8 Hours
Rechargeable 8 Hours

Temperature Limits -20°C to +50°C (4°F to +122°F)
Humidity: 0 to 95% R.H. non-condensing
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Instrument Only

Part No.
GT-40 (PPM{ LEL/ GAS / CO) 67400
GT-41 (PPM /LEL/ GAS ! Qy) 67410
GT-42 (PPM /LEL /{ GAS / CO / Qy) 67420

)-,
—

—

GT-43 (PPM / LEL { GAS / CO / O,/ H,5) 67430
GT-44 (PPM / LEL / GAS) 67440

LEAK TEST

I

Note: Above instrumenls supplied with - User Handbook ;
Quick Op. Instructions ; Calibration Cerlificate ; Configuration

Repat CONFINED

\*s v

Instrument c/w Case & Accessories - SPACE
GT-40 (PPM / LEL / GAS / CO) 67401 | | \ rd

GT-41 (PPM/LEL | GAS ] Oy) e7a11 [ | ' \

GT-42 (PPM /LEL / GAS / CO/ Oy) 67421 [ | ' e
GT-43 (PPM/LEL/GAS /CO/ O,/ H,S) 67431 | |

GT-44 (FFM/ LEL / GAS) e7as1 | |

Note: Above instruments supplied in a carrying case with - Solid
End Probe ; Probe Filter (Box of 4} ; Wrist Strap ; 0.5 Metre
{20ins) Tygon Sample Line ; User Handbook ; Quick Op.
Instructions ; Calibration Cerlificate ; Configuration Report.

CARBON
MONOXIDE

Accessories

GMI /// G7 series

The Multi-Function Gas Detector

The GMI - GT range of instruments combine quality, ruggedness and
advanced GMI Technology in a user friendly, hand held gas detector.
The multi-application GT series will satisfy all your gas detection
requirements in a single, easy to use @ instrument.

Carrying Case 67108 [ |
Hydrophobic Probe Filter - Box of 4 67259 | | PURGE
35cm. (14ins) Solid End Probe 12480 | |
80cm. (32ins) S/End (Barhole) Probe 12393 [ |
Stainless Steel (Flue) Probe 67185 | |
Carbon (Balston) Filter 130936 [ | SNIFEER
Chemical Filter Assy. 67142 [ |
Colour Indicated Silica Gel - Bottle 67205 [ |
NOx Absorber - Bottle (for 67142) 67270 | |
Filter Disc - Filter Housing (for 67142) 67138 |:| M) 1= Inehinnan B Park A SURE
Filter Disc - Filter Adaplor (for 67142} 67199 |:| Renfrew, PA4 SRG, Scolland.
] Tel: +44 (0) 141-812 3211
Sample Line (Tygon) - per metre 12712 |:| Fax: +44 (0) 141-812 7820
Cotton Filter Assy. 67196 [ | i FEATURES
www.gmiuk.com
Cotton Filter - Box of 10 (for 67196) 10077 [ ] e-mail: sales@gmiuk.com A : ~
| Wist Strap 67005 [ | GMi Service | Repai Centre: Multi-application Gas Detector.
Protective Rubber Boot 67120 [] T E ¢ PPM, LEL and Volume flammable gas
Standard Charger (Universal Plug) 67134 I:I FIEI: ‘:1‘}4((00)) 11%%%52%51%%2 ranges for leak detection.
ax:
12V / 24V Vehicle Charger 66206 [ | : . ]
i Slafion ROTEIRE - o =0 2001 approved company, Gl Lids ¢ 0 - 60in. (150mBar) Water Gauge for tightness testing.
ging quality assurance programmes demand the . z
Auto Calibration Station (Mixed Gases) 67102 [ | continuous assessment and improvement of all GMI ¢ Manual / Automatic datalogging.
. ! " ) pruducls_ In!orrnaltian _in this leaflet could thus
Auto Callbratlon. Station {Indh: GRess) 6A1R8 L] | CopXileie mene e & ¢  Audible / Visual ‘Ticker' (Geiger) indication on ppm range.
12V Vehicle Pwr.Sply. (for 67101 /02 /09)12988 I:I representative if you require more delails. _:Q' " i -
15-38V Reduction Box (for 67101 /02 /09) 67233 [ ] SPPROTEGTING u-‘? ¢  Loud audible and high visibility alarms.
Wall Mount Storage Clip 67281 % ENVIRONMENTS ... WORLDWIDE ' = 6 ¢ Large button operation with simple display prompts.
Pressure Tubing Connector 67202 4 :
° Integral flashlight.
GT Config. & Field Calibration CD 67160 [ | Vor ¢ J 9
(v E| - . . . .
GTCAL System Package 67238 [ | e ¢  Alkaline or Rechargeable battery options. Charging via simple plug
GT Data Downloading Package 67164 [ ] /// or docking station.
GT Setup. Seiware Rackase 67216 [ | ¢  Rugged polycarbonate case, sealed to IP54 rating and suitable for
USB Serial Adaptor 66209 \:| Ly

For a comprehensive list of probes, accessories and calibration
gases, conlact your local Distributar, or alternatively, GMI Lid.

PROTECTING ENVIRONMENTS . . . WORLDWIDE



LEAK TEST M [mEms)

Designed for us by you . .. The Gas 790/7/7/'0/3/75

TICK
- MAX +4 ZERD
Probe Clip SMIFFER (A [mEsp
ppm Sensor ] 1 2 8
PPM CHY

Audible Alarm ] VBEEER o
EARHOLE 1 g [EEEE
TIME LEFT JESEES

Display Screens 1 3 7
: A T % LEL
Pressure Connectfon] PEAK ACTURAL
STOF
( Flashlight
Select Mode Menu
Sample Exhaust} Alarm LED's Switch OFF
MENU
Simple Plug Charger]

Button Functions

L. .4

Charging via Docking Station]

INVERT RANGE PUMP
[ IRDA Comms [ SER ] |
- Switch ON
REAR VIEW Pump ON-OFF
[ Alarm LED's Select Range
Backlighting | Flashlight ON - OFF
Invert Display
[ 'Ready’ LED Acknowledge Alarms
Button Functions}
[ Battery Cover Release J#
MODE SELECTION
{ Alkaline or Rechargeable Batteries Up Down

( m— v )
\lnstrument anges 1 5 L Application Modes 1 \ Extansion Pole Connoction }

0 - 10,000 ppm Flammable Leak Test — —

0 - 100% LEL Flammable Confined Space T e

0 - 100% VOL Flammable Barhole Eg RHOLE

0 - 25% Oxygen co FURGE -

0 - 2000 ppm Carbon Monoxide Purge SRS E B // = i

0 - 100 ppm Hydrogen Sulphide Sniffer oK / =
ko - 60" (150 mBar) Water Gauge Y, kPn=,~ssur¢=.- Y, Ser I es




